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EN Impact Area 44.4 m2
Grid size = 1000 mm

Note: page 4 (2/2)
Huom: siw 4 (2/2)
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Page DA
Sivu DA

Before the concrete is poured, pre—tension the cage so
that the shape of the product is round and even. The

tensioning can be done using Il.e. chain hoist or lashing
straps. Remove the tensioners when concrete has dried
enough to prevent the foot from moving.

Fsijannita tuote liinoilla tai taljoilla siten, etta kaarevuus
on tasainen ja symmetrinen. Kun haluttu muoto on
saavutettu, valaa betoni. Poista kiristimet vasta kun
betoni on kuivunut siten, etta jalat eivat padse
liikkumaan.
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Page 4, 5 Note: exact distances for the feet
may vary depending on the
ore—tensioning of the structure.

Sivu 4, 5 Huom: Jalkojen etaisyydet volvat erota
jonkin verran kuvan mitoista. larkka
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_— EN Impact Area 44.4 m2

-_———— Falling Space 44,4 m2 0
Max Falling Height 2650 mm

Note: page 4 (2/2)
Huom: siwu 4 (2/2)

5660
(@]
R
0)
G . »; <) O
|
|
S 2260 =
2 | <
S S
G O O
O g
6790




Copyright Lappset Group Ltd

% LAPPSET.

PARKOUR

220513

SA

DATE: 9.11.2010
Note: page 4 (2/2) 5A.
Huom: siwu 4 (2/2) 5A.
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DET A

Asennuksen helpottamiseksi voidaan
poistaa kyntettd.

For ease of installation. the crests
shown below can be cutted or
grinded down.

DET B

hammer

[

Mild soap i.e.
can be used for
lubrication.

DET C

Asennuksen helpottamiseksi voidaan
tuote esi—kasata syrjallaan jo ennen

pystytysta.

The product can be pre—assembled
on it's side for easier assembly.

904100

DET D

MTOx80
904158
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Max Falling Height 2650 mm
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