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Kun kaytetaan keinonurmea
1) Ensin kannattaa liimata tekonurmen palaset yhteen (kaksi puolipallo malllista). Lisétietoja Saltex asennusohjeessa.
2) Kun liima on hyvin kuivunut niin rakennetaan Panna nurmen ympérille.

When using artificial grass

1) Install and glue the artificial grass (see the Saltex installation instructions)

2) Build Panna 080901 on the artificial grass (Panna 080901

assembling instructions)
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Lubricate well
and turn in very
slowly.

Huom:

Voitele kierre
huolellisesti ja
kierra kiinni
erittdin hitaasti.
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DATE: 23.6.2009

POISTETAAN AITA ELEMENTTL
REMOVE FENCE ELEMENT.

Lilkuntapaikkoja koskeva turvastandardi EN 15312 toteaa kohdassa 5.5.1.1:

“Liikuntapaikkaa ympdroivdn suoja—aidan tulee olla vdhintddn 0,9 m korkea.” Tdmdn
standardin noudattaminen el kuitenkaan ole pakollista. Mikdli vdlineen omistaja arvioi,
etta maalin pddlla olevan aidan pois jdttaminen ei aiheuta vaaraa, voidaan niin tehdd.

A safety standard EN 15312 for multi—sport equipments says at point 5.5.1.1: "The
multi—sports surround shall be at least 0,9 m in height.” Following this standard is not
mandatory. Is the owner of the equipment assesses that leaving a fence on the godl
does not cause a risk, so can be done.

LISATAAN 902339 RAUTA PUOMI.
ADDING 902339 STEEL PROFILE.
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